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 Size: Ex 63mm x 63mm 

Desc: Angle  Code: BTA3 

45mm  

 

 

Size: Ex 50mm x 50mm 

Desc: Angle  Code: BTA2 

Size: Ex 50mm x 50mm 

Desc: Angle  Code: BTA4 
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Size: Ex 75mm x 75mm 

Desc: Angle  Code: BTA1 

Cladding Trims 

 

Size: Ex 25mm x 150mm 

Cover Width: 125mm 

Desc: PTG Open V Joint  

Code: BTC1 

Size: Ex 25mm x 150mm 

Cover Width: 125mm     

Desc: PTG Open Square Joint  

Code: BTC2 

 

Size: Ex 32mm x 150mm 

Cover Width: 125mm     

Desc:  Feather-Edge        

Code: BTFE2 

  

Size: Ex 25mm x 150mm 

Cover Width: 132mm       

Desc: Chamfered Cladding    

Code: BTCC1 

Size: Ex 25mm x 150mm 

Cover Width: 125mm     

Desc: PTG Open Round Joint  

Code: BTC3 

 

 

Size: Ex 25mm x 150mm /25mm x 75mm  

Cover Width: 165mm                                  

Desc: Board & Batten                                 

Code: BTBB1 

 

 

Size: Ex 25mm x 150mm 

Cover Width: 130mm     

Desc: Shiplap                    

Code: BTS1 

 

   

Size: Ex 25mm x 100mm 

Cover Width: 75mm                                  

Desc: PTG Open Vee Joint 

(Secret Nail)                                 

Code: BTSN1 

Size: Ex 25mm x 100mm 

Cover Width: 75mm                                  

Desc: PTG Open Square Joint 

(Secret Nail)                                 

Code: BTSN2 

Size: Ex 25mm x 100mm 

Cover Width: 75mm                                  

Desc: PTG Open Round 

Joint (Secret Nail)                                 

Code: BTSN3 

 

 

The above profile drawings are a representation 

of the most popular profiles within the Brookclad 

range. A service offering Non-Standard profiles is 

available on request. 

Timber           Solutions 

from Brookridge 

Timber Cladding Guide 2018 



 

 SPECIES 
  Timber Species Available In All BrookClad Profiles 

Www.brookridge.co.uk 

 BrookClad 

 

UK Grown Western Red Cedar 
Thuja Plicata or U.K. grown Western Red Cedar, was commercially introduced into the U.K. in the 

1950’s.  Freshly machined it is a pale reddish brown colour weathering to a silver grey when exposed to 
rain and sunlight.  It typically has a straight close grain and is exceptionally stable in use. U.K. grown   

Western Red Cedar falls slightly short of the imported variety as it is rated as only moderately durable. 
      

UK Grown British Larch 
Larix Europaea is British larch which is a very strong and durable timber.  It is a very light brown colour 
and has frequent dark knots.  This makes it usually unsuitable for machining profiles and the knots 
tend to loosen and fall out when drying or machining.  Its best used with a sawn finish.  It typically has 
a good straight grain but can be prone to splitting and has a high resin content which in certain      
conditions can ooze out.  Over time when exposed to rain and sunlight British larch will turn a silver/
grey colour. 

FINISH & FIXINGS 

 

 
 
All the pressure treated cladding options from the Brookridge range comes 
with a 30 year warranty against rot and insect attack and is compliant with 
BS 8417 standards.  MicroPro technology is a revolutionary new wood       
preserving process system.  Offering two attractive colours (green and 
brown), the pigmented wood colourant system used in the Microshades   
process gives an  improved weathering profile. With Greenguard                
Certification, Micronised  technology has met the stringent standards for VOC 
emissions making it  suitable for use in schools, playgrounds and other      
sensitive environments.  For more details on the features and benefits of the    
Micronised pressure treated cladding from BrookClad please contact the 
sales team. 

www.brookridgetimber.co.uk 

Pressure Treatment 

       Fixings 
BrookClad Timber cladding is normally installed using a 
face fixing with a nail or screw.  A small headed ring shank 
nail is preferred though for Western Red Cedar a larger 
head nail is recommended.  Whether nailing or screwing 
the fixing used should be 2.5 times the thickness of the 
board and on dense timbers pre drilling is recommended. 
 
Individual boards should be fixed independently to ensure 
freedom of movement where any expansion or contraction 
may occur. It is recommended that for boards wider than 
100mm two fixings are used per 
board at every batten. 
 
For all timber species when   
installing BrookClad Timber 
Cladding only use Stainless Steel 
Fixings. There must be no     
exception to this. 
 
For further information on fixing 
timber cladding please refer to 
TRADA Publication “External Timber Cladding” or consult 
your local building control officer. 

Chain of Custody 
Every species offered in the BrookClad range of         
claddings comes with either PEFC or FSC certification. 
Buyers can therefore have confidence that they will not 
only be using a carbon neutral product, but the timber 
used to manufacture the cladding, comes from a        
sustainable and environmentally well managed source.  

 

 

At Brookridge we have developed a portfolio of species from which customers can select any of the BrookClad  cladding profiles and trims (shown on back page 
of this brochure).  All the species offered come from a renewable source and below is a brief description of their individual properties and performance criteria. 
Before making a final choice of which cladding to use on a particular project, it is important to select the correct  species and finish to suit the customers end 
needs. The main areas under consideration will be environmental credentials, cost, colour, colour fastness, durability, availability and origin.     
By being clear what you want from your cladding with the extensive range of profiles, species and finishes  available, Brookridge can provide you with the     
complete cladding solution. 

With 30 Year Warranty 

Thermowood D 
Thermowood is produced by heat treating selected Scandinavian Redwood (Pinus Sylvestris) that is 
conditioned in a unique continuous kilning process, heating the timber to 212⁰ Celcius whilst          
protecting it with steam. This thermal process enhances the chemical and physical properties of the 
timber providing many benefits.  
Our Thermowood is recognised by the Building Research Establishment (BRE) which endorses a 30 
year service life when used for cladding.     

Kiln Dried Softwood 
Pinus Sylvestris is commercially known as Swedish European Redwood comes from the mainly privately 
owned and some state owned forests in Sweden.  Known for its good quality slow grown redwood, the 
forests in Sweden are managed in accordance with PEFC or FSC forestry certification and Swedish       
Forestry Laws ensuring all timber comes from sustainable sources.  The timber produced typically works 
and machines well and is naturally resinous. Its low moisture content (usually between 12-14%) and 
open cell structure make it the exceptional species when pressure treating giving protection against rot 
and fungal decay for a minimum of 25 years out of ground contact and 15 years in ground contact when 
treated with a suitable pressure treatment.  Customers interested in this timber species should now 
consider the various pressure treatment services offered by BrookClad to complete the job. 

Imported Western Red Cedar  
Thuja Plicata is commercially grown in Canada and the Coastal Pacific north west of the USA.  It is very 
slowly grown with a close fine straight grain and is predominantly a red/brown colour.  It is an extremely 
stable timber and generally defect free with very few knots.  If an almost knotless finish is required care 
should be taken at point of order to ensure the correct grade of Western Red Cedar is specified.  When 
exposed to rain and sunlight Western Red Cedar will go a silver grey colour in quite a short timescale.  
Rated as durable, the heart wood will give a service life in excess of 60 years out of ground contact. 

Kiln Dried Siberian Larch 
Larix Sibirica is regarded as the only true Siberian Larch so it is important to specify this particular Larch 
species which comes from the Lake Baykal region of Siberia.  It has a consistent creamy yellow brown 
colour and is slow grown with a tight straight grain.  Siberian Larch has live inter-grown knots similar to 
those in Swedish European Redwood and it contains a natural fungicide called arabinoglactan giving it a 
service life in excess of 50 years out of ground contact.  It is a strong durable and hardwearing timber 
and when exposed rain and sunlight will go a silver grey colour. 

Factory Applied 

The BrookClad range of cladding is available with a Fire Retardant  to the 
following European Standard: 

Euroclass B-sl-d0 
Tested to BS476-6 & Part 7  

Available on short lead times and suitable for use in an exterior situation 
the product will not wash out from the cladding after drying and requires 
no ongoing maintenance. 
Once absorbed into the surface of the wood, the fire retardant combines 
chemically with the cell structure but does not form a surface finish. 

Fire           Retardant 

Factory Applied 

Paint            Coatings 

The BrookClad range of profiles is available in two factory applied 
coatings. 
Sioo:X is perfect for Cedar and Larch. This is a water based wood       
impregnation system which uses proven silicate technology and natural 
minerals to give wood a long life protection with even colouration. It is 
completely safe and environmentally friendly.   
Sikkens Cetol WF771 is a super durable coating for exterior wood and is 
available in a wide range of beautiful semi-transparent colours in a matt 
finish . This is a special product with a high level of UV protection and 
moisture resistance.  


